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       Imagine standing in a beautifully 
illuminated room, with no glare on the 
ceiling and no way of knowing where the 
light is coming from. 

The innovative, durable and highly 
efficient Glareless Pin Spot is the way 
to achieve this. The LED light source is 
incorporated in the luminair and the 
optic is arranged in such a way that it 
transmits the light through an opening 
of only 10mm. The LED light source is 
not visible, which means there is no glare 
making it unique in its kind. 

GLARELESS 
PIN SPOT
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SINGLE-WHITE 

Ø 112 / Ø 90 

H 70 mm

Ø 55,4 mm

1 mm
10 mm

Ø 112 / Ø 90 

H 86 mm

Ø 55,4 mm

1 mm
10 mm

WITH SPRING CLIP

500-600 lumen RA 85-95 max. 24 
Watt

70% (after 
50.000 hours) 

LIGHT OUTPUT COLOUR FASTNESS ENERGY USAGE LIFE SPAN

20° - 40°

BEAM ANGLE

DUAL-WHITE & RGB+W

SPRING CLIP - SINGLE WHITE - 20°/ 40° (2700K) 
DIFFERENT COLOUR TEMPERATURE ON REQUEST (4000K -7500K)
ART. NR. G-SW27-20-E-S/G-SW27-40-E-S
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX

SPRING CLIP - DUAL WHITE - 20°/ 40° (2000K-4000K) 
ART. NR: G-DW-20-E-S / G-DW-40-E-S
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX

SPRING CLIP - DUAL WHITE - 20°/ 40° (2000K-4000K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-DW-20-C-S / G-DW-40-C-S
 INTERNAL DRIVER: CASAMBI
ART. NR: G-DW-20-D-S / G-DW-40-D-S
 INTERNAL DRIVER: DMX

SPRING CLIP - RGB+W - 20°/ 40° (2700K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-RGBW-20-C-S / G-RGBW-40-C-S
 INTERNAL DRIVER: CASAMBI
ART. NR: G-RGBW-20-D-S / G-RGBW-40-D-S
 INTERNAL DRIVER: DMX

Ø 112 / Ø 90 

H 70 mm

Ø 55,4 mm

1 mm
10 mm

Ø 112 / Ø 90 

H 86 mm

Ø 55,4 mm

1 mm
10 mm

GLARELESS PIN SPOT
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GLARELESS PIN SPOT
PLASTER RING

PLASTER RING
ART. NR: G-PR

     THE GLARELESS PIN 
SPOT WITH PLASTER 
RING IS THE ULTIMATE 
IN MINIMALISM!

€ 27,50
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500-600 lumen RA 85-95 max. 24 

Watt
70% (after 

50.000 hours) 

LIGHT OUTPUT COLOUR FASTNESS ENERGY USAGE LIFE SPAN

20° - 40°

BEAM ANGLE

ADJUSTABLE - SINGLE WHITE - 20°/ 40° (2700K) 
DIFFERENT COLOUR TEMPERATURE ON REQUEST (4000K -7500K)
ART. NR: G-SW27-20-E-ADJ / G-SW27-40-E-ADJ
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX

ADJUSTABLE - DUAL WHITE - 20°/ 40° (2000K-4000K) 
ART. NR: G-DW-20-E-ADJ / G-DW-40-E-ADJ
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX

ADJUSTABLE - DUAL WHITE - 20°/ 40° (2000K-4000K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-DW-20-ADJ / G-DW-40-C-ADJ
 INTERNAL DRIVER: CASAMBI
ART. NR: G-DW-20-D-ADJ / GW-DW-40-D-ADJ
 INTERNAL DRIVER: DMX

ADJUSTABLE - RGB+W - 20°/ 40° (2700K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-RGBW-20-C-ADJ / G-RGBW-40-C-ADJ
 INTERNAL DRIVER: CASAMBI
ART. NR: G-RGBW-20-D-ADJ / G-RGBW-40-D-ADJ
 INTERNAL DRIVER: DMX

ADJUSTABLE

30°

GLARELESS PIN SPOT
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SINGLE-WHITE 

WITH CONTRA CONSTRUCTION

500-600 lumen RA 85-95 max. 24 
Watt

70% (after 
50.000 hours) 

LIGHT OUTPUT COLOUR FASTNESS ENERGY USAGE LIFE SPAN

20° - 40°

BEAM ANGLE

DUAL-WHITE & RGB+W

CONTRA - SINGLE WHITE - 20°/ 40° (2700K) 
DIFFERENT COLOUR TEMPERATURE ON REQUEST (4000K -7500K)
ART. NR: G-SW27-20-E-CON / G-SW27-40-E-CON
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX

CONTRA - DUAL WHITE - 20°/ 40° (2000K-4000K) 
ART. NR: G-DW-20-E-CON / G-DW-40-E-CON
 EXTERNAL DRIVER OPTIONS (MAX 4 SPOTS):
 0-10 VOLT, DALI, CASAMBI, DMX (MAX 4 SPOTS)

CONTRA - DUAL WHITE - 20°/ 40° (2000K-4000K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-DW-20-C-CON/ G-DW-40-C-CON
 INTERNAL DRIVER: CASAMBI
ART. NR: G-DW-20-D-CON / G-DW-40-D-CON
 INTERNAL DRIVER: DMX

CONTRA - RGB+W - 20°/ 40° (2700K) 
POWER SUPPLY: SPOTS INTERNAL DRIVER
ART. NR: G-RGBW-20-C-CON/ G-RGBW-40-C-CON
 INTERNAL DRIVER: CASAMBI
ART. NR: G-RGBW-20-D-CON/ G-RGBW-40-D-CON
 INTERNAL DRIVER: DMX

GLARELESS PIN SPOT
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SINGLE-WHITE 

SURFACE MOUNTED SPOT

500-600 lumen RA 85-95 max. 24 
Watt

70% (after 
50.000 hours) 

LIGHT OUTPUT COLOUR FASTNESS ENERGY USAGE LIFE SPAN

20° - 40°

BEAM ANGLE

DUAL-WHITE & RGB+W

SURFACE MOUNTED - SINGLE WHITE - 20°/ 40° (2700K) 
DIFFERENT COLOUR TEMPERATURE ON REQUEST (3000K / 4000K / 5000K)
ART. NR: G-SW27-20-C-SURF / G-SW27-40-C-SURF
 INTEGRATED DRIVER: CASAMBI
ART. NR: G-SW27-20-C-SURF / G-SW27-40-C-SURF
 INTEGRATED DRIVER: REVERSE PHASE-CUT
 NOTE: ONLY AVAILABLE FROM A MINIMUM OF TWO SPOTS

SURFACE MOUNTED - DUAL WHITE - 20°/ 40° (2000K-4000K) 
ART. NR: G-DW-20-C-SURF / G-DW-40-C-SURF
 INTEGRATED DRIVER OPTIONS:
 CASAMBI

SURFACE MOUNTED - RGB+W - 20°/ 40° (2700K) 
ART. NR: G-RGBW-20-C-SURF/ G-RGBW-40-C-SURF
 INTEGRATED DRIVER OPTIONS:
 CASAMBI

GLARELESS PIN SPOT
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LIGHT ENGINE CONTROL OPTIONS BEAM ANGLE             INTEGRATION DIMENSIONS FLANGE RAL FLANGE

G-SW-27 = 2700K E= External driver (Casambi, 20°            S = Spring clips 90= 090 mm W= White

G-SW-30 = 3000K 0-10V, DALI, DMX, -Phase dimming) 40°            ADJ = Adjustable 112= 112 mm B= Black

G-SW-40 = 4000K C= Internal  driver Casambi            CON = Contra construction None= Only spot engine CUS= Customized

G-SW-57 = 5700K D= Internal  driver DMX            G-PR = Plaster ring

G-SW-CUS = Customized            SURF = Surface mounted

G-DW =2000K -3000K

G-WD = 2200K - 3000K

G-RGB+W = RGB+W (27000K)

ART. NUMBER

Article number: G

Light 
engine

Control
options

Beam
angle

Integration Dimensions
flange

Ral
flange

DRIVERS AND ENGINES

EXTERNAL DRIVER INTERNAL DRIVER

CASAMBI DMX DALI 0-10 VOLT CASAMBI DMX

GLARELESS SPOT SINGLE WHITE X X X X

GLARELESS SPOT DUAL WHITE/
WARM DIMMING

X X X X

GLARELESS SPOT DUAL WHITE /
TUNABLE WHITE

X X X X X

GLARELESS SPOT RGB+W X X

LED-SPHERE BASIC
DUAL WHITE/ DUAL WHITE

X X

LED-SPHERE PREMIUM
RGB+W/ DUAL WHITE

X X

LED-SPHERE ULTIMATE
RGB+W/ RGB+W

X X

POWERLINE SINGLE WHITE X X X

POWERLINE DUAL WHITE /
WARM DIMMING

X

POWERLINE DUAL WHITE/ 
TUNABLE WHITE

X X

POWERLINE RGBW+W X X

OUTDOOR ENGINE X

GLARELESS PIN SPOT

COMPATIBILITY TABLE
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LIGHT ENGINE CONTROL OPTIONS BEAM ANGLE             INTEGRATION DIMENSIONS FLANGE RAL FLANGE

G-SW-27 = 2700K E= External driver (Casambi, 20°            S = Spring clips 90= 090 mm W= White

G-SW-30 = 3000K 0-10V, DALI, DMX, -Phase dimming) 40°            ADJ = Adjustable 112= 112 mm B= Black

G-SW-40 = 4000K C= Internal  driver Casambi            CON = Contra construction None= Only spot engine CUS= Customized

G-SW-57 = 5700K D= Internal  driver DMX            G-PR = Plaster ring

G-SW-CUS = Customized            SURF = Surface mounted

G-DW =2000K -3000K

G-WD = 2200K - 3000K

G-RGB+W = RGB+W (27000K)

Want to know more about the wiring and connecting the engine to the driver? Scan 
the QR code below to go to the instruction page on our website. Is the QR code not 
working? Copy this link: https://www.dydell.com/nl/video-instructies-handleidin-
gen/ into your browser.

WWW.DYDELL.COM
MANUALS 
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